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Abb. 1: Montage / Zubehör

1) Schraube
2) Profilschiene
3) Verbindungsstift
4) Abschlussblech
5) Schraube

Montagerichtung 
SB

GratseiteAbb. 2            Abb. 3

Abb. 4   Abb. 5

DEUTSCH

1. Gewährleistungshinweise
Lesen Sie vor der Montage und der Inbetriebnahme 
dieses Dokument sorgfältig durch. Beachten Sie zu 
Ihrer eigenen Sicherheit und der Betriebssicherheit 
alle Warnungen und Hinweise.

Ihr Produkt hat unser Werk in geprüftem und be-
triebsbereitem Zustand verlassen. Für den Betrieb 
gelten die angegeben Spezifikationen und die 
Angaben auf dem Typenschild als Bedingung.

Garantieansprüche gelten nur für Produkte der 
Firma SIKO GmbH. Bei dem Einsatz in Verbindung 
mit Fremdprodukten besteht für das Gesamtsystem 
kein Garantieanspruch.

Reparaturen dürfen nur im Werk vorgenommen 
werden. Für weitere Fragen steht Ihnen die Firma 
SIKO GmbH gerne zur Verfügung.

2. Identifikation
Die Lieferpapiere ordnen jeder Variantennummer 
eine detaillierte Bestellbezeichnung zu.

z.B.    PSL-0023
   Varianten-Nr.
   Geräte-Typ

3. Mechanische Montage
Das System muss ggfs. gegen schädliche Umwelt-
einflüsse, wie z.B. Spritzwasser, Staub, Schläge, 
Temperatur geschützt werden.

Hinweis! Längen >1m werden bei PS durch Verbin-
dung mehrerer Teilstücke erzielt und entsprechend 
Kap. 3.2 montiert.

•

•

•

•

3.1 Montage einer Einzelschiene

Profilschiene zur Montagefläche ausrichten.

Montagefläche für die Verschraubung der Profil-
schiene vorbereiten. Die Bohrungsabstände sind 
der Abb. 1 zu entnehmen.

Profilschiene mit den mitgelieferten Schrauben 
(1) montieren (Abb. 1 + 2). 

Magnetband in der Nut der Profilschiene ausrich-
ten (Abb. 2).

Schutzband SB (nicht im Lieferumfang von PS 
oder PSL) vorbereiten (Abb. 3). Dies ist bei sehr 
kurzen Längen und bei werksseitig vorbereitetem 
Band nicht notwendig.

Schutzband an abgekanteter Lasche in Profilschie-
ne einführen (ggfs. Zange benutzen). 

Montiertes Schutzband auf die Länge der Profil-
schiene kürzen.

Abschlussbleche (4) mit Schrauben (5) an der 
Profilschiene montieren (Abb. 5).

3.2 Verlängerung von Profilschienen

Demontieren des Abschlussbleches (4).

Neues Teilstück zur Montagefläche ausrichten. 

Montagefläche für die Verschraubung der Profil-
schiene vorbereiten. Die Bohrungsabstände sind 
der Abb. 1 zu entnehmen.

Die mitgelieferten Verbindungsstiften (3)  in das 
angeschraubte Teilstück leicht einschieben, das 
neue Teilstück locker aufschieben und durch leich-
te Schläge auf das unbefestigte Schienenstück die 
Teile möglichst nahtlos verbinden (Abb. 1).

Weitere Montage wie Kap. 3.1.

Achtung! Schläge auf das Schienenende sollten 
nur mit einer Holzzwischenlage erfolgen. 

•

•

•

•

•

•

•

•

•

•

•

•

•

 Benutzerinformation

PS, PSL
Profilschiene
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Fig. 1: Mounting / accessories

1) screws
2) profile rail
3) joining dowels
4) end plate
5) screws

Fig. 2            Fig. 3

Fig. 4   Fig. 5

Mounting direction 
SB

ridge

ENGLISH

1. Warranty information
In order to carry out installation correctly, we 
strongly recommend this document is read very 
carefully. This will ensure your own safety and 
the operating reliability of the device.

Your device has been quality controlled, tested 
and is ready for use. Please respect all warnings 
and information which are marked either directly 
on the device or in this document.

Warranty can only be claimed for components 
supplied by SIKO GmbH. If the system is used 
together with other products, the warranty for 
the complete system is invalid.

Repairs should be carried out only at our works. 
If any information is missing or unclear, please 
contact the SIKO sales staff.

2. Identification
Type number and the corresponding execution are 
indicated in the delivery documentation.

eg.    PSL-0023
  type number
  type of unit

3. Installation
Protect the unit, if necessary, against environmen-
tal influences such as sprayed water, dust, knocks, 
extreme temperatures.

Note! Lengths of more than1m are obtained by 
joining together several rail pieces as described 
in chapter 3.2.

•

•

•

•

3.1 How to mount one piece of profile rail

Align profile rail on mounting surface.

Prepare mounting surface for fitting the profile 
rail. Bore diameters are snown in fig. 1.

Mount profile rail (fig. 1 + 2) using the screws 
provided (1).  

Push magnetic strip into the profile rail's groove 
(fig. 2).

Prepare (fig. 3) protective strip SB (has to be 
ordered if required as not automatically supplied 
together with profile rail PS or PSL). Preparation 
not necessary in case of very short lengths or if 
strip and rail have already been premounted at 
the factory.

Insert protective strip into the rail (chamfered 
end first); if necessary use pliers.

When mounted, cut protective strip to the length 
of the profile rail.

Mount (fig. 5) end plates (4) to profile rail with 
screws (5).

3.2 How to extent profile rails

Remove end plate (4).

Align new rail piece on mounting surface. 

Prepare bores on mounting surface for screwing 
down the rail. Fig. 1 shows the distances between 
the bores.

Slightly push the joining dowels (3) into the rail 
piece which has already been fixed.  Now push the 
extension rail onto it and push the two rail pieces 
with slight blows seamlessly together (fig. 1).

Further mounting as described in chapter 3.1.

Attention! Do not directly hit the rail's end but 
use a wooden intermediary.

•

•

•

•

•

•

•

•

•

•

•

•

•

 User Information

PS, PSL
Profile rail
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SIKO GmbH

Werk / Factory:
Weihermattenweg 2
79256 Buchenbach-Unteribental

Postanschrift / Postal address:
Postfach 1106
79195 Kirchzarten

Telefon/Phone +49 7661 394-0
Telefax/Fax +49 7661 394-388
E-Mail info@siko.de
Internet www.siko.de
Service support@siko.de


